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SINGLE & TWIN 
CoNNECT 
TraNSformEr
LED PooL LIGhTS

The Waterco LED pool light transformers are 
available as a single connect suitable for one 
individual LED pool light and a twin connect 
that is suitable for two individual LED pool lights 
connections.

•	 Easy	to	install	and	operate
•	 Low	maintenance	
•	 Simple	&	reliable	use
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distributed by:

In the interest of providing better quality and value we are constantly improving and updating our products. Consequently, pictures and information on our brochures may sometimes vary slightly from models available.

AUSTRALIAN MEMBER

Waterco’s head office is situated in Sydney, Australia with international offices, 
manufacturing plants and warehouses located in Australia, New Zealand, 
Malaysia, Indonesia, Singapore, China, the US, Canada, France and the UK.

ContaCt WaterCo

OFFICES - AUSTRALIA
NSW - Sydney (Head Office)
Tel: +61 2 9898 8600

QLD - Brisbane
Tel: +61 7 3299 9900

VIC/TAS - Melbourne
Tel: +61 3 9764 1211

WA - Perth
Tel: +61 8 9273 1900

SA/NT - Adelaide
Tel: +61 8 8244 6000

ACT Distribution
Tel: +61 2 6280 6476  

OFFICES - OVERSEAS
Waterco (Europe) Limited
Sittingbourne, Kent. UK
Tel: +44 (0) 1795 521 733

Waterco (USA) Inc 
Augusta, Georgia, USA
Tel: +1 706 793 7291

Waterco Canada
Longueuil, Quebec, Canada
Tel: +1 450 748 1421

Waterco (NZ) Limited
Auckland, New Zealand
Tel: +64 9 525 7570  

Waterco (C) Limited
Guangzhou, China
Tel: +86 20 3222 2180  

Waterco (Far East) Sdn Bhd
Selangor, Malaysia
Tel: +60 3 6145 6000  

PT Waterco Indonesia
Jakarta, Indonesia
Tel: +62 21 4585 1481

Waterco Singapore Intl Pte Ltd
Nehsons Building, Singapore
Tel: +65 6344 2378

A maximum of 5 x Waterco Single & Twin Connect LED Pool Light Transformers may be connected in series (Daisy Chain) 
as per the following diagram.

Maximum of 5 connected lighting transformers

Warranty :  The Waterco Single & Twin Connect LED Pool Light Transformers are covered by a 1 year warranty for domestic and 
commercial installations.

Note:  The Waterco Single & Twin Connect LED Pool Light Transformers have been tested and complies too AS/NZS61558.2.6.

Technical Specifications

Overall product dimensions

Product Description Protecting Rating Input Output Outlets Amps Fuse

Single Connect IP44 230-240 VAC 50Hz 12VAC 30VA x 1 10 1 x 4A

Twin Connect IP44 230-240 VAC 50Hz 12VAC 60VA x 2 10 2 x 4A

Length Height Width Weight

146mm 150mm 92mm 30VA = 2.5kg / 60VA = 2.75kg
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