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Constructed from heavy duty ABS and 
GFPP, Waterco Multiport valves are 
designed for maximum performance 
and working pressures.

•	 6-position	multiple	valve	positions
•	 Top	and	Side	Mount	configurations
•	 Rated	at	400	kPa

Heavy duty construction

valves
multiport
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OFFICES - AUSTRALIA
NSW	-	Sydney	(Head	Office)
Tel:	+61	2	9898	8600

QLD	-	Brisbane
Tel:	+61	7	3299	9900

VIC/TAS	-	Melbourne
Tel:	+61	3	9764	1211

WA	-	Perth
Tel:	+61	8	9273	1900

SA/NT	-	Adelaide
Tel:	+61	8	8244	6000

ACT	Distribution
Tel:	+61	2	6280	6476		

OFFICES - OVERSEAS
Waterco	(Europe)	Limited
Sittingbourne,	Kent.	UK
Tel:	+44	(0)	1795	521	733

Waterco	(USA)	Inc 
Augusta,	Georgia,	USA
Tel:	+1	706	793	7291

Waterco Canada
St	Hyacinthe,	Quebec,	Canada
Tel:	+1	450	796	1421

Waterco	(NZ)	Limited
Auckland,	New	Zealand
Tel:	+64	9	525	7570		

Waterco	(C)	Limited
Guangzhou, China
Tel:	+86	20	3222	2180		

Waterco	(Far	East)	Sdn	Bhd
Selangor, Malaysia
Tel:	+60	3	6145	6000		

PT	Waterco	Indonesia
Jakarta, Indonesia
Tel:	+62	21	4585	1481

Waterco Singapore Intl Pte Ltd
Nehsons Building, Singapore
Tel:	+65	6344	2378

Waterco France
SAINT	PRIEST,	France.
Tel:	+33	4	72	79	33	30

Waterco’s	 entire	 range	 of	 Multiport	 valves	 are	 engineered	 to	 withstand	 a	 working	 pressure	 of	 up	 to	 400	 kPa	 
(58	psi)	with	a	test	pressure	of	600	kPa	(87	psi).

Pressure gauge

Wear resistant rotor

Clear sight glass for 
backwash	inspection.

6	way	multiple	valve	positions

High	grade	stainless	 
steel components

Heavy	duty	ABS	construction

Durable	lever	action	handle

Metric or imperial quick  
connect unions

Max flow rate Body Lid Handle Rotor Hardware Union	Nut Union	Tail

40mm	MPV 320 ABS ABS ABS GF Noryl SS304 ABS PVC

50mm	MPV 510 ABS ABS ABS GF Noryl SS304 ABS PVC

65mm	MPV 780 ABS GFPP ABS GF Noryl SS304 ABS PVC

80mm	MPV 1080 GFPP GFPP ABS GF Noryl SS304 ABS PVC

MULTIPORT VALVE MAIN FUNCTIONS
Filter		 -		 downward	flow	through	the	filter	bed	to	outlet
Backwash		 -		 upward	flow	through	the	filter	bed	to	waste
Rinse		 -		 downward	flow	through	the	filter	bed	to	waste
Waste		 -		 bypass	the	filter	bed	to	waste
Re-circulate		 -		 bypass	the	filter	bed	to	outlet
Closed		 -		 no	flow	to	the	filter

Cleansing	a	filter	simply	requires	shifting	the	Multiport	lever	from	the	“filter”	position	to	the	“backwash”	position,	which	reverses	the	
flow	of	water	in	the	filter,	flushing	the	filter	bed.

Warranty
Waterco	Multiport	valves	are	covered	by	1	year	warranty.

Filter Mode Backwash Mode Rinse	Mode
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